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Phase I Streetscape Improvements: To complement and extend improvements made as part of ITD’s 
project (above), the City of Donnelly would like to construct sidewalks with landscaping and illumination 
on Main Street between Jordan Street and State Street to encourage pedestrian access throughout 
downtown Donnelly.  This project will also require constructing curb, gutter, sidewalk, and drainage 
improvements.  Depending on the project phasing, construction may necessitate removing portions of 
the Main Street improvements constructed by ITD in 2009.  For example, the drainage improvements 
will likely require excavation through the new roadway and installation of trees and lights will require 
removing portions of the existing sidewalk between Roseberry and Jordan Streets that are scheduled for 
construction in 2009.  See the appendix of this plan for additional information.  This Downtown 
Revitalization Plan includes cost estimates to construct sidewalk, landscaping, and illumination 
improvements on Main Street between Jordan and State Streets (see Figure 13).  The City of Donnelly 
should use these cost estimates to evaluate potential funding programs, not for funding applications.  
The City should have an engineer update the cost estimates to use for funding applications.  Updated 
cost estimates will assure that the City will apply for improvements to satisfy their current needs as well 
as reflect updated unit prices, which have varied significantly over recent construction seasons. 
 
 

Figure 12: Main Street cross section showing widths of travel lanes, parallel parking, 
gutters and sidewalk. 
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City of Donnelly Sidewalk and Landscaping Improvements ‐ Phase I  

(sidewalks on Main Street between Jordan and State Streets, streetlights and street trees Roseberry to State) 
Project Cost Estimate 

Prepared by: Horrocks Engineers 
Date: January 16, 2009 

           

Item  Unit  Estimated 
Quantity 

Unit Price  Total Price 

Mobilization  LS  1  $27,800   $27,800  
Traffic Control  LS  1  $8,000   $8,000  
Sawcut Asphalt Pavement  FT  1019  $4   $4,074  
Removal of Asphalt Concrete  SY  51  $10   $512  
Excavation  CY  134  $27   $3,572  
Sawcut Concrete  FT  101  $5   $504  
Demo of concrete sidewalk  SY  11  $47   $526  
Catch Basin  EACH  8  $1,000   $8,000  
18 inch Storm Drain Pipe  FT  508  $20   $10,164  
8 inch Strom Drain Pipe  FT  63  $16   $1,008  
4 inch Underdrain Pipe  FT  725  $4   $2,898  
Conduit for Electrical (1" pipe)  FT  725  $2   $1,449  
Conduit for Irrigation (3" Pipe)  FT  725  $3   $2,174  
Curb and Gutter  FT  725  $18   $13,251  
Urban Approaches  EACH  4  $620   $2,480  
Concrete for Approaches (6" Thickness)  SF  840  $1.85   $1,554  
Base (6" Thickness)  TON  270  $37   $10,065  
10' Concrete Sidewalk w/ Pattern (4" 
Thickness) 

SY  804  $35   $28,151  

Resurface Asphalt Concrete (0.4' Thick)  SY  126  $50   $6,300  
ADA Ped Ramps  EACH  4  $200   $800  
Grading (5' Width)  LS  1  $1,000   $1,000  
Electrical System  LS  1  $15,000   $15,000  
Irrigation System  LS  1  $10,000   $10,000  
Excavation for Trees in Existing Concrete 
Sidewalk 

EACH  6  $200   $1,200  

Tree Well  EACH  11  $200   $2,200  
Tree Grate Frames  EACH  11  $113   $1,243  
Street Tree  EACH  11  $275   $3,025  
Tree Grate  EACH  11  $454   $4,994  
Tree Guards  EACH  11  $629   $6,919  
Streetlight Fixtures  EACH  10  $4,600   $46,000  
Cobra with Pedestrian Head  EACH  6  $5,600   $33,600  
Freight (For all landscape items)  LS  1  $750   $750  
         Construction Subtotal  $259,212  
         Contingency  (12% of Subtotal)  $31,100  
         Inflation (3%  For 3 Years to 2012)  $26,900  
         Estimated Construction Total  $317,000  
              
Funding Administration           $31,700  
Engineering           $79,300  
Geotechnical Investigations and Testing           $1,500  
Franchise Utilities Relocation (CableOne)           $16,250  
        Estimated Total Project Cost  $446,000  

 
  Figure 13: Phase 1 Streetscape Improvements Cost Estimate.  See Appendix for cost estimate notes. 

26 



State Street 
State Street, with its 80‐foot right of way and potential to connect with future development along the 
railroad corridor, provides an opportunity for Donnelly to encourage off‐highway retail development 
and create an enticing area for people to park and shop. Diagonal parking proposed on West State 
Street combined with the planting/furnishing strip creates a buffer for pedestrians on the sidewalk.  By 
balancing space for traffic, pedestrians, and retail, these design elements make a great street and 
contributes to a place where people want to be (see Figures 14 and 15). Improvement to West State 
Street between Main and Front Streets was identified as a Phase II construction project. Cost estimates 
for a “typical block” of improvements on State Street are provided in this Downtown Revitalization Plan 
for planning purposes and evaluation of potential funding sources (Figure 16).  The City of Donnelly 
should complete project specific cost estimates when applying for funding to assure projects satisfy 
specific project needs. 

 

Figure 14: 
State Street 
streetscape 
plan shows 
locations of 
sidewalks, 
street trees, 
lights and 
diagonal 
parking. 

 
 
 
 
 

Figure 15: State Street prototype shows 
widths of sidewalks, diagonal parking and 
travel lanes. 
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