
12''W

OH OH OH OH OH OH OH OH OH

O
H

O
H

O
H

O
H

O
H

O
H

O
H

O
H

OH

NORTH

PRELIMINARY GRADING, DRAINAGE, AND
STORMWATER IMPROVEMENTS

EX-8 8

AMD

AMD

GTT

GTT

DRAWING NO.

DATE

PROJECT

VERIFY SCALE

BAR IS ONE INCH ON
FULL SIZE DRAWING

0 1"

NO. REVISION BY DATE DESIGN

DRAWN

CHECKED

APPROVED

SHEET NO.
323 DEINHARD LANE, SUITE C  ·  PO BOX 2330

McCALL, IDAHO 83638
208.634.4140  ·  208.634.4146 FAX OF

CRESTLINE
 E N G I N E E R S

Pa
th

: M
:\0

01
\P

\P
ar

kP
oi

nt
eD

ev
el

op
m

en
t\2

1\
02

4\
00

0\
C

iv
il\

D
w

g\
D

D
\2

10
24

_E
X_

G
ra

di
ng

.d
w

g 
   

 F
ile

 N
am

e:
 2

10
24

_E
X_

G
ra

di
ng

.d
w

g 
   

 P
lo

t D
at

e:
 1

2/
8/

20
23

 8
:4

7 
AM

   
Ad

m
in

  

MOUNTAIN MEADOWS RANCH SOUTH
DONNELLY, IDAHO 21024

12/8/2023

10

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
D

AutoCAD SHX Text
E

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
PH

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
G

AutoCAD SHX Text
W ROSEBERRY ROAD

AutoCAD SHX Text
KASSANDRA ROAD

AutoCAD SHX Text
PROPOSED SWALE

AutoCAD SHX Text
PROPOSED SWALE

AutoCAD SHX Text
EX. 24" CMP CULVERT L=±30.5' @ 1.08% SLOPEINV. IN (E): 4860.61 INV. OUT (W): 4860.28

AutoCAD SHX Text
EX. 24" CMP CULVERT L=±48.1' @ 1.00% SLOPEINV. IN (N): 4860.41 INV. OUT (S): 4859.93

AutoCAD SHX Text
EX. 24" CMP CULVERT L=±61.6' @ 1.14% SLOPEINV. IN (SW): 4860.63 INV. OUT (NE): 4859.93

AutoCAD SHX Text
EX. 2-54" CMP CULVERTS L=±43.6' @ 4.59% SLOPEINV. IN (N): ±4862.00INV. OUT (S): ±4860.00

AutoCAD SHX Text
EX. 48" CMP CULVERT L=59.6' @ 1.63% SLOPE INV. IN (N): ±4861.80INV. OUT (S): ±4860.83

AutoCAD SHX Text
EX. 24" CMP CULVERT L=±59.9' @ 0.55% SLOPEINV. IN (N): ±4861.85INV. OUT (S): ±4861.52

AutoCAD SHX Text
EX. 2-48" CMP CULVERT L=±200' @ 0.20% SLOPEINV. IN (N): ±4861.94INV. OUT (S): ±4861.55

AutoCAD SHX Text
EX. 2-48" CMP CULVERT L=±59' @ 0.20% SLOPEINV. IN (NE): ±4862.04INV. OUT (SW): ±4861.94

AutoCAD SHX Text
EX. 2-48" CMP CULVERTS L=±23' @ 2.75% SLOPEINV. IN (NE): 4861.02 INV. OUT (SW): 4860.39

AutoCAD SHX Text
EX. ±18" CMP CULVERTL=±18.6' @ 0.70% SLOPEINV. IN (N): 4864.28 INV. OUT (S): 4864.15

AutoCAD SHX Text
EX. ±60" CMP CULVERTL=±28.0' @ 1.29% SLOPEINV. IN (N): ±4863.02INV. OUT (S): ±4862.66

AutoCAD SHX Text
PROPOSED CULVERT

AutoCAD SHX Text
1. EXISTING TOPOGRAPHY, BASE MAP AND PROPERTY EXISTING TOPOGRAPHY, BASE MAP AND PROPERTY BOUNDARY DATA AS SHOWN ON THIS PLAN WAS PROVIDED BY RUSSELL SURVEYING, INC. SUPPLEMENTARY TOPOGRAPHY DATA HAS BEEN PROVIDED BY NV5. THE INFORMATION AS SHOWN ON THIS PLAN IS FOR CONCEPTUAL AND FOR PLANNING PURPOSES ONLY.  2. IMPROVEMENTS ON THIS PLAN ARE BASED UPON IMPROVEMENTS ON THIS PLAN ARE BASED UPON CONCEPTUAL PLANS PROVIDED BY NV5 AND HILLSIDE ARCHITECTURE, PLLC. ALL IMPROVEMENTS SHOWN ON THESE PLANS AND ANY FUTURE IMPROVEMENTS WILL BE SUBMITTED FOR REVIEW AND APPROVAL BY THE CITY OF DONNELLY AND/OR OTHER APPROPRIATE REGULATORY AGENCY PRIOR TO THE START OF ANY CONSTRUCTION. 3. STORMWATER MANAGEMENT FOR THIS PROJECT WILL COMPLY STORMWATER MANAGEMENT FOR THIS PROJECT WILL COMPLY WITH THE CITY OF DONNELLY STANDARDS AND THE STATE OF IDAHO CATALOG OF STORMWATER BEST MANAGEMENT PRACTICES FOR CITIES AND COUNTIES. 4. REFER TO THE "STATE OF IDAHO, CATALOG OF STORMWATER REFER TO THE "STATE OF IDAHO, CATALOG OF STORMWATER BEST MANAGEMENT PRACTICES FOR IDAHO CITIES AND COUNTIES: FOR FURTHER DETAILS ON BMP IMPLEMENTATION AND INSTALLATION. 5. THE GRADING AND STORMWATER DRAINAGE AS SHOWN IN THE GRADING AND STORMWATER DRAINAGE AS SHOWN IN THE PLAN IS CONCEPTUAL. FINAL CONSTRUCTION DRAWINGS SHOWING DETAILED DESIGN FOR WILL BE SUBMITTED TO CITY OF DONNELLY AND IDEQ FOR REVIEW AND APPROVAL PRIOR TO THE START OF ANY PROJECT CONSTRUCTION. 6. ALL SIZING FOR STORMWATER TREATMENT AND CONVEYANCE ALL SIZING FOR STORMWATER TREATMENT AND CONVEYANCE FACILITIES WILL BE COMPLETED DURING FINAL DESIGN OF PROJECT SITE GRADING AND COMPLETION OF THE STOMRWATER DRAINAGE REPORT.

AutoCAD SHX Text
NOTES:

AutoCAD SHX Text
PROPERTY BOUNDARY ADJACENT PROPERTY LINE EXISTING RIGHT-OF-WAY PROPOSED RIGHT-OF-WAY EXISTING CONTOUR PROPOSED CONTOUR ROAD CENTER LINE EXISTING EASEMENT LINE PROPOSED LOT LINE PROPOSED EASEMENT LINE EXISTING EDGE OF GRAVEL EXISTING EDGE OF ASPHALT PROPOSED EDGE OF ASPHALT PROPOSED EDGE OF PATHWAY/SIDEWALK EXISTING CULVERT PROPOSED CULVERT EXISTING FENCE EDGE OF WATER PROPOSED SWALE PHASE BOUNDARY PROPOSED GRAVEL AREA PROPOSED ASPHALT AREA PROPOSED CONCRETE AREA PRELIMINARY WETLAND AREA EXISTING TREE OUTLINE PROPOSED DETENTION BASIN DRAINAGE FLOW ARROW

AutoCAD SHX Text
LEGEND:

AutoCAD SHX Text
5010

AutoCAD SHX Text
5010

AutoCAD SHX Text
0

AutoCAD SHX Text
50

AutoCAD SHX Text
100

AutoCAD SHX Text
200

AutoCAD SHX Text
300

AutoCAD SHX Text
SCALE: 1" = 100'


	Sheets and Views
	SOUTH


